HANDICAP RAMP CONSTRUCTION

1.) All handicap ramps shall meet the requirements of the American
Disabilities Act, the most recent INDOT standard specifications, and
the Town of McCordsville's most recent standards. Curb modifications
required for handicap ramps shall be provided at time of initial
construction.

2.) Minimum width of curb ramp shall be 5 feet not including flares.
Maximum slope of ramps and flares shall be 12:1.

3.) Handicap ramps are to be located as shown on the plans or as
directed by the Public Works Commissioner.

4.) Ramps shall be provided at the centerline of radius at all corners
of every street intersection where there is an existing or proposed
sidewalk and curb. Ramps shall also be provided at walk locations at
mid-block in vicinity of hospitals, medical centers, or athletic stadiums.
The use of details contrary to those shown hereon shall require the
prior written approval of the Public Works Commissioner.

5.) Surface texture of the ramp shall be ramp groves located 2" on
center and 0.3" deep.

6.) Care shall be taken to assure a uniform grade on all ramps with no
breaks in grade.

7.) Drainage structures shall not be placed in line with the ramps

except where existing drainage structures are being utilized in the new
construction. Location of t

SIDEWALK CONSTRUCTION

1.) Sidewalks shall be constructed of plain concrete four (4) inches
thick except where crossing driveways where the sidewalk shall be a
minimum of six (6) inches thick.

2.) Sidewalks shall be constructed on 2" of crushed stone or sand.
3.) Control joints shall be placed every 5 feet on center.

4.) Expansion joints shall be placed every 40 feet on center.

5.) Broom finish across the direction of travel and include a 1" steel

trowel finish along both sides of the sidewalk and along either side of
all expansion and control joints.



