SANITARY SEWER LATERALS - GENERAL NOTES

1.) Laterals are to be constructed to the right-of-way/easement line and plugged tight with a braced plastic
disc or cap capable of withstanding a low pressure air test without leakage. Only after the sanitary
sewer has been tested and accepted by the Town Engineer is further installation of the laterals outside
the right-of-way/easement permitted.

2.) Normal lateral slope is 1/4" per foot. Minimum lateral slope is 1/8" per foot. Any areas found not to
comply with the minimum slope shall be removed and reinstalled.

3.) Lateral pipe shall be a minimum of 6" diameter and shall be SDR 35 PVC in accordance with ASTM
D3034 and ASTM 2321. Laterals with any portion buried 15 feet or greater shall be SDR 26 PVC in
accordance with ASTM D3034 to the terminus point either the right-of-way or easement line. PVC pipe
shall have grooved bell and gasket. The pipe shall be made of PVC plastic conforming to ASTM
D1784. Size and conformance shall be clearly labeled on pipe for inspection.

4.) All PVC sewer fittings shall be SDR 26 in accordance with ASTM D3034. Fittings shall be molded in
one piece with elastomeric joints and minimum socket depths as specified in sections 6.2 and 7.3.2.
Gaskets for elastomeric joints shall be molded with a minimum cross-sectional area of 0.20 square
inches and conform to ASTM F-477 specification.

5.) All sewer laterals shall be bedded the same as the main line sewer. A minimum D/4 or 6-inches of
compacted #8 stone under the pipe, 6-inches on either side of the pipe, and 12" above the pipe are
required.

6.) Laterals are not to be installed under driveways.

7.) Full depth granular backfill is required for the lateral trench in areas within five (5) feet of drive ways,
sidewalks or other traffic areas.

8.) Laterals are to be traced along the top of the pipe with a minimum size of 14 gauge wire from the wye
to the clean out within three (3) feet of the building and extenc



