Post-Construction BMP Inspection Checklist

Detention pond

Detention Pond Operation, Maintenance, and

Management Inspection Checklist

Project:
___________________________________________________________________________________ Location:
___________________________________________________________________________________ Date:
_________________________________________
Time:
____________________________ Inspector:
_________________________________________
Title:
____________________________ Signature:
____________________________________________________

	Maintenance Item
	Satisfactory/

Unsatisfactory
	Comments

	1.  Embankment and emergency spillway     

	Healthy vegetation with at least 85% ground cover.
	
	

	No signs of erosion on embankment.
	
	

	No animal burrows.
	
	

	Embankment is free of cracking, bulging, or sliding.
	
	

	Embankment is free of woody vegetation.
	
	

	Embankment is free of leaks or seeps
	
	

	Emergency spillway is clear of obstructions.
	
	

	Vertical/horizontal alignment of top of dam “As-Built”
	
	

	2.  Riser and principal spillway    

	Low flow outlet free of obstruction.
	
	

	Trash rack is not blocked or damaged.
	
	

	Riser is free of excessive sediment buildup
	
	

	Outlet pipe is in good condition.
	
	

	Control valve is operational
	
	

	Outfall channels are stable and free of scouring.
	
	


	Maintenance Item
	Satisfactory/

Unsatisfactory
	Comments

	3.  Permanent Pool (Wet Ponds)   

	No Evidence of undesirable vegetation
	
	

	No accumulation of floating or floatable debris
	
	

	No evidence of shoreline scour or erosion
	
	

	4.  Sediment Forebays    

	Sediment is being collected by forebay(s)
	
	

	Forebay is not in need of cleanout (less than 50% full)
	
	

	5.  Dry Pond Areas   

	Healthy vegetation with at least 85% ground cover.
	
	

	No undesirable woody vegetation
	
	

	Low flow channels clear of obstructions
	
	

	No evidence of sediment and/or trash accumulation
	
	

	6.  Condition of Outfall into Ponds   

	No riprap failures
	
	

	No evidence of slope erosion or scouring
	
	

	Storm drain pipes are in good condition, with no evidence of non-stormwater discharges
	
	

	Endwalls/Headwalls are in good condition
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